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      Submersible Sludge Pumps
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GRINDEX submersible sludge pumps are engineered for heavy duty performance in challenging applications for mining, construction, tunnelling and other demanding industries with high performance requirements.

The pumps are designed for the uncontrolled permanent operation. They have proven their reliability and productive efficiency in many sections like the structural and civil engineering, mining, tunnelling, quarry, industry, vehicle washing systems and the rental-business.
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  Submersible Sludge Pumps


  




 
 
  


  
    Profiline  
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      With the market launch of the new submersible sludge pump range in April 2008 GRINDEX was the trend-setter for the application of modern sludge pumps.

The GRINDEX-engineers have chosen a very high aim in the developing of the new range of sludge pumps. Beside the usual configuration of GRINDEX – pumps (air-valve, SMART-motor-protection-system, built-in star-delta-starter in the pump-head of the bigger sizes), the engineers set a great importance on serviceable design and low operating costs. The result is convincing - components of the new GRINDEX pumps are reduced severely but simultaneously the capacity has been maximised.   
  




  Salvador




        
  
  	Head	Capacity	Weight	Connection
	13,5-15 m	11-13,5 l/s	34 kg	3"
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            Technical data

      
  
  	Power input kW	1,5	2,2
	Max. performance kW	1,9	2,7
	Rated current A 230 V	8,4	-
	Rated current A 400 V	-	4,7
	Rated current A 500 V	-	3,7
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      Instruction manual
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  Senior




        
  
  	Head	Capacity	Weight	Connection
	9 m	34 l/s	57 kg	4"
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            Technical data

      
  
  	Power input kW	3,2
	Max. performance kW	4,2
	Rated current A 230 V	13,0
	Rated current A 400 V	7,6
	Rated current A 500 V	6,0
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      Instruction manual
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  Sandy




        
  
  	Head	Capacity	Weight	Connection
	30-42 m	8-17 l/s	57 kg	4"
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            Technical data

      
  
  	Power input kW	5,6
	Max. performance kW	6,7
	Rated current A 230 V	19
	Rated current A 400 V	11
	Rated current A 500 V	8,7
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      Instruction manual
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    Ecoline  
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      With the further development of the TOPLINE-range GRINDEX shows again that they are capable to match the pump-design to the needs of the users. The “new small” GRINDEX is called SOLID and is the start of the technical changes in the small sized range. The users are getting together with the SOLID high operational safety due to the protection against dry running. It is the only pump available on the market in this capacity-range equipped with an air-breath-valve for cooling the electro-motor. Modern materials have a share that the new SOLID has a good handling, due to the fact that in this capacity-range applications do not require heavy pumps.
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  Solid




        
  
  	Head	Capacity	Weight	Connection
	12 m	6,8 l/s	17 kg	2"
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            Technical data

      
  
  	Power input kW	0,9
	Max. performance kW	1,2
	Rated current A 115 V	11
	Rated current A 230 V	5,2
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      Instruction manual
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      Spare-parts list
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INOX stands for a complete new range of electrical sewage- and slurry-pumps made out of acid-resistant stainless steel. These pumps are engineered for applications which would destroy submersible pumps made out of aluminium within weeks perhaps in days. INOX-pumps are designed for challenging environmental conditions with corrosive water or corrosive slurry how to find in the mining-industry, in power-stations and in other sectors.

This range of pumps are ideal for applications, pumping salty water how to find in maritime industry, construction sides close to harbours or offshore-projects. All INOX-pumps could be equipped additionally with protective zinc-anodes. All casted parts of these pumps are made out of acid-resistant stainless steel. INOX pumps are designed for pH-value in the range of 2 to 10.
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  Salvador Inox




        
  
  	Head	Capacity	Weight	Connection
	14 m	131 l/s	47 kg	3"
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            Technical data

      
  
  	Power input kW	2,0
	Max. performance kW	2,7
	Rated current A 400 V	4,4
	Rated current A 500 V	3,4
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      Instruction manual
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      Spare-parts list
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  Senior Inox




        
  
  	Head	Capacity	Weight	Connection
	9 m	35 l/s	86 kg	3"
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            Technical data

      
  
  	Power input kW	4,1
	Max. performance kW	5,2
	Rated current A 230 V	15,0
	Rated current A 400 V	8,8
	Rated current A 500 V	7,7
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      Instruction manual
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  Sandy Inox




        
  
  	Head	Capacity	Weight	Connection
	24 m	161 l/s	86 kg	3"
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            Technical data

      
  
  	Power input kW	6,3
	Max. performance kW	7,3
	Rated current A 400 V	12
	Rated current A 500 V	4,9
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      Instruction manual
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      Contact

  
      HÜDIG GmbH & Co. KG

Heinrich-Hüdig-Str. 2
D-29227 Celle

Fon: 05141/8845-0
Fax: 05141/86 91-8

web: www.huedig.de
mail: info@huedig.de

Contacts Dewatering
Contacts Irrigation
Contacts Rent & Rental Service 
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  Service friendliness is a top priority for us!  
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  Hüdig AST Serie - Compact submersible pumps for your construction site!  
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